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5.87 [149.10]
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A1976700

P4105090601-810001-00

G1 SHIELDED TRANSPORT
SCREEN ASSEMBLY
VACUUM CHAMBER

WELDMENT

1:2

1 1 D
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.010 [.254]

.005 [.127]
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     SEE PARTS LIST
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P. ENGELBRECHT

P. ENGELBRECHT

T. SANCHEZ

STERLING

23842 CABOT BLVD.

FAX:   (910)-383-2023

MDC VACUUM PRODUCTS CORP.

HAYWARD, CA  94545-1651
PHONE: (800)-443-8817

SUGGESTED
SOURCE:

7.97 O.D. x 5.812 I.D. x .940 THK

6.00 O.D. x .120 WALL x CUT TO FIT

6.00 O.D. x .120 WALL x CUT TO FIT

4.00 O.D. x .120 WALL x CUT TO FIT

TUBING

TUBING

TUBING

8" ROTATABLE FLANGEMDC
#100031

MDC
#480006

#480012
MDC

#480012
MDC

#480012
MDC

1

304

304

304

304

304

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

STAINLESS STEEL

3

2

1

1

2

D 1=2 1

ANL DOCUMENT #AMS 2685C.

ANL DOCUMENT #410201-00095.

INERT GAS (TIG) ON VACUUM SIDE OF JOINTS.
4.  WELD SHALL BE GAS TUNGSTEN ARC (GTAW) OR TUNGSTEN

3.  FOR COMPLETE WELDING SPECIFICATIONS, SEE

1.  THIS IS A U.H.V. COMPONENT.

REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
2.  FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM

NOTES:

2X

2X

5

3
7

TUBING
1.50 O.D. x .065 WALL x CUT TO FIT

6

#130014
MDC 2-3/4" NONROTATABLE TAPPED FLANGE

2.73 O.D. x 1.375 I.D. x .500 THK

STAINLESS STEEL
304

2

1

71

END PLATE
Ø 4.00 O.D. x .12 THK.

304
STAINLESS STEEL

2MDC

STAINLESS STEEL
304

2

VAC. TIGHT
3X

TIG

VAC. TIGHT
TYP.TIG

4

VAC. TIGHT
2X TIG

SEE NOTE 4

5.  DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS
AND ARE FOR REFERENCE ONLY.

SEE NOTE 4

SEE NOTE 4

(6.31 [160.27])

2X

.625 [15.88]
2X

(Ø 4.00 [101.60])

45°


